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POS. COMPONENT CONSTRUCTION CHARACTERISTICS

1 PUMP BODY Cast iron, complete with threaded ports in compliance with ISO 228/1

2 MOTOR BRACKET Aluminium with brass insert (patented), reduces the risk of impeller seizure

3 IMPELLER Brass, with peripheral radial vanes

4 MOTOR SHAFT Stainless steel EN 10088-3 - 1.4104

5 MECHANICAL SEAL Pump Seal Shaft Materials
Model Model Diameter Stationary ring Rotational ring Elastomer

PK 60-65-70-80 AR-12 Ø 12 mm Ceramic Graphite NBR

PK 90 MG1-12  Ø 12 mm Silicon carbide Graphite NBR

PK 100-200-300 FN-14 Ø 14 mm Graphite Ceramic NBR

6 BEARINGS Pump Model

PK 60-65 6201 ZZ / 6201 ZZ

PK 70-80-90 6203 ZZ / 6203 ZZ

PK 100-200-300 6204 ZZ / 6204 ZZ

7 CAPACITOR Pump Capacitance
Single-phase (230 V  or  240 V) (110 V)

PKm 60 10 μF 450 VL 25 μF 250 VL

PKm 65 14 μF 450 VL 30 μF 250 VL

PKm 70 16 μF 450 VL 60 μF 300 VL

PKm 80 20 μF 450 VL 60 μF 300 VL

PKm 90 20 μF 450 VL 60 μF 300 VL

PKm 100 31.5 μF 450 VL 60 μF 250 VL

PKm 200 45 μF 450 VL 80 μF 250 VL

8 ELECTRIC MOTOR PKm: single-phase 230 V - 50 Hz with thermal overload protector built-in to the winding.

PK: three-phase 230/400 V - 50 Hz.

�¯ Pumps fi tted with the three-phase motor option off er IE2 (IEC 60034-30) class high performance

– Insulation:  F class.  

– Protection:  IP 44.
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DIMENSIONS AND WEIGHT

ABSORPTION

PALLETIZATION

MODEL GROUPAGE CONTAINER

n°

pumps

H 

(mm)

kg n°

pumps

H 

(mm)

kg

Single-phase Three-phase 1~ 3~ 1~ 3~

PKm 60® PK 60® 216 1420 1170 1170 324 2050 1740 1740

PKm 65 PK 65 216 1440 1510 1400 243 1600 1700 1580

PKm 70 PK 70 120 1300 1230 1100 180 1870 1840 1640

PKm 80 PK 80 120 1300 1230 1100 180 1870 1840 1640

PKm 90 PK 90 120 1300 1250 1130 180 1870 1860 1680

PKm 100 PK 100 72 1520 1060 910 84 1750 1230 1060

PKm 200 PK 200 72 1520 1140 990 84 1750 1320 1150

– PK 300 72 1520 – 1140 84 1750 – 1330

MODEL PORTS DIMENSIONS mm kg

Single-phase Three-phase DN1 DN2 a f h h1 h2 h3 i m n n1 w s 1~ 3~

PKm 60® PK 60®

1” 1”

42 245 152 63
75 138

20

80 120 100 55

7

5.3 5.3

PKm 65 PK 65 80 143 6.9 6.4

PKm 70 PK 70
55 285

180 71
85 156

90 140 112 62

10.1 9.0

PKm 80 PK 80 10.1 9.0

PKm 90 PK 90 ¾” ¾” 58 282 95 166 10.2 9.2

PKm 100 PK 100

1” 1” 55 350 212 80 94 174 100 164 125 85 9

14.4 12.4

PKm 200 PK 200 15.5 13.4

– PK 300 – 15.6

MODEL VOLTAGE (single-phase)

Single-phase 230 V 240 V 110 V

PKm 60® 2.5 A 2.4 A 5.5 A

PKm 65 3.7 A 3.4 A 7.4 A

PKm 70 5.2 A 4.8 A 10.8 A

PKm 80 5.2 A 4.8 A 10.8 A

PKm 90 5.6 A 5.1 A 11.5 A

PKm 100 9.0 A 8.2 A 18.0 A

PKm 200 11.5 A 11.0 A 24.0 A

MODEL VOLTAGE (three-phase)

Three-phase 230 V 400 V 690 V 240 V 415 V

PK 60® 2.0 A 1.15 A – 1.9 A 1.1 A

PK 65 3.0 A 1.7 A – 2.8 A 1.6 A

PK 70 3.8 A 2.2 A – 3.3 A 1.9 A

PK 80 3.8 A 2.2 A – 3.3 A 1.9 A

PK 90 4.0 A 2.3 A – 3.8 A 2.2 A

PK 100 6.2 A 3.6 A 2.05 A 5.7 A 3.3 A

PK 200 7.6 A 4.4 A 2.5 A 7.0 A 4.0 A

PK 300 9.3 A 5.4 A 3.15 A 8.7 A 5.0 A




